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ROBERTSON MEGA COMBY 

�
VERSATILITY  

The Robertson Mega Comby is a very versatile machine, being able to feed all types and sizes of round and square bales 
including straw, hay and baled silage. All of these are able to be loaded with the self loading forks and conveyed into place 

with the hydraulic driven floor conveyor. The Robertson Super Comby also feeds fine chopped silage, with a level load 
capacity of 16m3 or 20m3 using the combination fork / bin assembly. 
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OPERATIONAL FEATURES  

The Robertson Mega Comby has a easy joy stick control feeding system. The evlevator feeding system is controlled from 
the tractor hydraulics which can be stopped and started. The flow of oil passers through the elevator and goes to a joy stick 
controlled valve system giving forward and reverse of the feeding chamber and forward and reverse of the floor conveyor 

which brings feed material into the feed chamber. The rear self loading forks / bin is controlled by the second double acting 
control in the tractor. The controls on the Mega Comby give full control of feed material, being able to forward and reverse 
all floor movements. The elevator delivers feed out the side of the machine and can be varied from light for sheep and deer 

to the heavier row for feeding cattle. The optional electric scales give accurate weight while loading or feeding out. 
 
 
 
 
 
 
 
 



 
 

OPTIONAL EXTRAS  
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FEATURES 

� � � ���  
   ELECTRIC CONTROLS         TILTING ELEVATOR           BALE MANIPULATOR 
 Electronic Joystick gives finger For trough feeding and accurate     Built in bale manipulator for 
 Tip control of cross floor and   placement of feed       accurate placement of bales 
 Main floor movements   
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